




FIT BUFFER OR STRIKE PLATE

Fitting buffer. Remove buffer from backing. Position buffer directly under the opening control device, 
1/16” from back edge. Lower the sash and apply firm presssure for five seconds to adhere buffer.

Fitting strike plate. Position strike plate directly under the opening control device, overhang strike plate to
suit. Lower the sash and drill 1/16” hole, 1/2” deep and fasten.
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NGEL
ENTLOCK TM

Where there is little or no gap between top and bottom sash, fit buffer. 
Where there is a gap between top and bottom sash, fit strike plate. Overhang strike plate to suit.

ANGEL VENTLOCK  Window safety for our children  Tested to ASTM F2090 2008/2010

Warning
Buffers are small parts and could pose a choking hazard to young children.
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VERIFY INSTALLATION

1 Disengage opening control devices on
each side

2 Raise bottom sash

3 Lower bottom sash
Opening control device resets Clear opening cannot exceed 4 inches

Window opening control device application procedure is completed.
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Important
This package contains window opening control device parts for Double Hung windows. These devices
must be installed following the enclosed instructions, and be engaged to help protect against
accidental falls from windows. Failure to do so may result in fall/injury. This window opening control
device is not a substitute for supervision of young children.

ANGEL VENTLOCK  Window safety for our children  Tested to ASTM F2090 2008/2010

www.angel-ventlock.com  www.mightonproducts.com

Verify correct opening control device operation. Clear opening cannot exceed 4 inches.
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